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803..01

T-803 - SNOW REMOVAL (05/07)

Description

This Section provides for removal of snow from roads to facilitate
logging operations and safe use.

Erect signs required by the Sign Plan in the SUPPLEMENTAL

Perform work in a manner to preserve and protect roads and
appurtenances, and prevent erosion damage to roads, streams, and

Do not undercut banks. Do not blade gravel or other surfacing
Keep roadbed drainage ditches, drain dips, and culverts functional
when needed during operations and upon completion of operations.
Control snow removal to identify the usable traveled way having

roadbed support. Reshape over-width plowing as necessary to define

Space, construct, and maintain drainage holes in the dike of snow
or berm caused by snow removal operations. Place drain holes to
obtain surface drainage without discharging on erodible fills.

Close roads to wheeled vehicles at times and in the manner
specified in C(T)5.12 or the Road Rules document.

Upon seasconal completion of Contractor's Operations, effectively
block the road by a snow barricade, unless otherwise approved by

803.02 Maintenance Requirements

(1)

SPECIFICATIONS.
(2)

other Forest wvalues.
(3)

material off the road.
(4)
(5)

the usable width.
(6)
(7
(8)

the Contracting Officer.
(9)

Remove snow for either public access or project use as established
in the SUPPLEMENTAL SPECIFICATIONS and meet the following
requirements:

T-803 - SNOW REMOVAL (05/07)
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bl )

(a) Removal for Public Access (Method JU) - Remove snow from all
of the traveled way, including turnouts, for safe and
efficient use for both timber transportation and the public.
Remove intruding windfalls, debris, or slough and slide
material for the full width of the traveled way and deposit
out of drainage’'s at locations designated by the Contracting
Officer.

(b) Removal for Project Use (Method TS) - Remove snow from all or
part of the traveled way, including sufficient turnouts for
safe and efficient use for timber transportation and to
protect the road. Remove intruding windfalls, debris or
slough and slide material and dispose of only as necessary to
provide passage for timber transportation. Removed materials
may be deposited off the traveled way or outside the traveled
way at locations designated by the Contracting Officer.

When directed by the Contracting Officer, replace in kind, within
sixty (60) days after the start of Normal Operating Season, any
surfacing material which has been bladed off the road, unless
otherwise agreed. Contracting Officer will notify Contractor in
writing as to the cubic yard equivalent of bladed off material by
the start of the normal operating season.

803.03 FEguipment

Contractor may use any type of equipment to remove snow, providing:

a.

Type or use of equipment is not restricted in C(T)5.12 or Road
Rules document.

Eguipment is of the size and type commonly used to remove snow and
will not cause damage to the road.

The use of plows or dezers to remove snow requires written approval
by the Contracting Officer. Equip plows or dozers with shoes or
runners to keep the dozer blade a minimum of 2 inches above the
road surface unless otherwise approved by the Contractor Officer.

803.04 TIce Control

Ice control may be performed by Contractor when approved by the
Contracting Officer in writing. Such approval will include ice control
materials, application rates, and any specific requirements of use.

T-803 - SNOW REMOVAL (05/07)
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T-811 - BLADING (10/07)

811.01 Description

This work consists of surface blading the traveled way to a condition that
facilitates traffic and provides proper drainage. Blading includes
shaping the crown or slope of travel way, berms, and drainage dips in
accordance with this specification. Compacticn is required when shown on
the ROAD LISTING.

811.02 Maintenance Requirements

A. Timing - Perform surface blading during the contract period as often
as needed to provide conditions stated for the maintenance level of
the road.

B. General
1. Blade and shape the existing traveled way and shoulders,

including turnouts , to produce a surface which is uniform,
consistent to grade, and crowned or cross-sloped as indicated by
the character of the existing surface, unless otherwise shown in
the ROAD LISTING, to at least 1/2 inch per 1 foot of width, but
not more than 3/4 inch per 1 foot of width. Thoroughly loosen
surfacing material to no less than 2 inches depth or the depth of
potholes or corrugations. Scarification to facilitate cutting to
the full depth of potholes or corrugations may be elected, but
will be considered incidental to blading. Do not scarify to a
depth that will cause contamination of the surfacing.

2. Apply water during blading when sufficient moisture is not
present to prevent segregation. Supply, haul, and apply water in
accordance with Section T-891.

3. Shape existing native rock or aggregate surfaced drainage dips to
divert surface runoff to existing outlet devices, ditches, or
discharge locations.

4. Establish a blading pattern which provides a uniform driving
surface, retains the surfacing on the roadbed, and provides a
thorough mixing of the materials within the completed surface
width. Upon final blading, no disturbed rock shall protrude more
than 2 inches above the adjacent surface unless otherwise
provided in the contract. Remove and place outside the roadbed,
material not meeting this dimension so as not to obstruct
drainage ways or structures. This material may be scattered off
the roadbed if there is free drainage.

T-811 - BLADING (10/07)
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5. Where DESIGNATED ON THE GROUND, included in the ROAD LISTING,
SHOWN ON THE DRAWINGS or as ordered by the Contracting Officer
invasive species of concern prevention practices shall be
followed as listed below.

Invasive Species of Concern Prevention Practices

! NA

Eh Routine Blading

L Conform to the dimensions SHOWN ON THE DRAWINGS or designated in
the SUPPLEMENTAL SPECIFICATIONS upon completion of blading.

24 Shape roadbed width in excess of the dimensions shown only as
needed to provide drainage away from the traveled way. Do not
remove established grasses and other vegetation from the excess
width except as incidental to providing drainage or unless
otherwise provided in the contract.

D. Compaction
Roads requiring compaction will be included in the ROAD LISTING.
Unless Compaction Method B is designated in the RCAD LISTING, all
traveled ways regquiring compaction may be compacted by Method A.
Compaction shall commence immediately following blading.

Compaction methods are:

Ceompaction Method A: Breaking track while cperating equipment on
the traveled way.

Compaction Method B: 7-10 ton pneumatic, steel, or eguivalent
vibratory roller, operated to cover the full

width two (2) times.

E. Undercutting - Undercutting roadway back slope is not permitted.

T-811 - BLADING (10/07)
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B Intersections
1. At intersections, blade the roadbeds of side roads which are not
closed or restricted from vehicular use to ensure smooth
transitions.
2. Signing, cross ditching in the road surface (traveled way), earth

berms, or other devices placed to discourage or eliminate use by
passenger cars, are field evidence of road closure or
restriction. Roads listed for work under Sections T-835, T-836,
T-838, or T-839 are considered restricted.

B Side roads listed for work under this Secticn are not restricted.

B Cleaning of Structures - Do not allow materials resulting from work
under this Section to remain on or in structures, such as bridges,
culverts, cattle guards, or drainage dips.

H. Berms - Maintain existing berms to the condition of adjacent segments.
Do not create new berms.

I Smooth Blading - Smooth blading may be used as an interim measure to
remove loose surfacing material from the wheel paths, and store
removed materials in a recoverable windrow, until blade processing as
described in this section is feasible. Watering will not be reguired
for smocoth blading. Accomplish smooth blading without distorting the
existing cross-slope or crown of the traveled way.

Move and store loose surfacing materials on the high side of super-
elevated curves and sections with uniform inslope or outslope. In
crowned sections, store the material on either or both sides as
elected. Windrow and place stored materials to provide not less than
12 feet of smooth traveled way on one-lane segments, or 20 feet of
smooth traveled way on two-lane segments, or segments with turnouts.
Cut holes through windrows, which may collect water on the road, for
drainage at least every 500 feet.

T-811 - BLADING (10/07)
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T-834 - DRAINAGE STRUCTURE MAINTENANCE (10/07)

834.01 Description

This work consists of cleaning and reconditioning culverts and other
drainage structures.

834.02 Maintenance Requirements

D Clean drainage structures, inlet structures, culverts, catch basins,
and outlet channels specified in the SUPPLEMENTAL SPECIFICATIONS. Clean
catch basins by removing the material within the area SHOWN ON THE
DRAWINGS.

B. Clean the transition from the ditch line to the catch basin a distance

of 10 feet from the catch basin. Clean outlet channels and lead-off
ditches a distance of 6 feet. Remove and place debris and vegetation so
as to not enter the channel or ditch, or obstruct traffic. Haul debris
and vegetation to a designated disposal area in accordance with Section
T-832.

o Hydraulic flushing of drainage structures is not allowed unless
provided for in the SUPPLEMENTAL SPECIFICATIONS.

B Cleaning and reconditioning are limited to the first 3 feet of inlet
and outlet, determined along the top of the structure. Recondition
culvert inlet and outlet by field methods such as jacking out or cutting

away damaged metal which obstructs flow. Treat cut edges with a zinc rich

coating, in accordance with AASHTO M 36M and ASTM & 849.

E. Where DESIGNATED ON THE GROUND, included in the ROAD LISTING, SHOWN ON

THE DRAWINGS or as ordered by the Contracting Officer invasive species of
concern prevention practices shall be followed as listed below.

Invasive Species of Concern Prevention Practices

NA

T-834 - DRAINAGE STRUCTURE MAINTENANCE (10/07)
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836.01

T-836 - MAINTENANCE FOR LIMITED USE (05/07)

Description

This work consists of making limited use roads passable for joint use by
Contractor and high clearance wvehicles, and providing drainage from the
traveled way and roadbed.

836.02

Maintenance Reguirements

A.

B.

Traveled Way

Contractor may smooth or fill existing cross ditches and water bars
and by agreement modify existing road junctions to enable wvehicle
access. Prior to beginning haul and resumption of haul after an
extended stoppage:

1.

1s

Remove brush, fallen trees, rocks, and other debris from traveled
way, including turnouts, turnarounds, and other locations that
interfere with needed maintenance as follows:

a. No object extending over 4 inches above the road surface
shall remain within the 12 feet usable traveled way and 10 feet
turnout widths. Center the usable width on the roadbed or
position away from the fill slope.

B Cut and remove standing or down trees, logs, brush, and limbs
from within the area described in 1 a. above. Remove encroaching
limbs to a height of 14 feet above the traveled way surface.
Scatter material not meeting utilization standards ocutside and
below the roadbed on the fill side. Limb and remove timber which
meets utilization standards or deck at agreed locations.

.. Place all removed materials away from drainages.

d. During use, maintain drainage structures, including dips,
ditches and culverts in a useable condition.

Clean and recondition drainage facilities in accordance with:
Section T-831 and T-834.

Slough and Slides

Slough and slides may be left in place, provided surface drainage
is provided and at least 12 feet of width is available for
vehicle passage.

T-836 - MAINTENANCE FOR LIMITED USE (05/07)
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Contractor may reposition or ramp over slides and slough when the
traveled way width is less than 12 feet providing the material is
capable of supporting vehicles. Limit out slope to no more than
six percent.

Reposition slough or slide materials on the roadbed which are not
capable of supporting a vehicle to provide the 12 foot width.
When directed by the Contracting Officer, slough or slide
material will be removed under Section T-832.

G Slumps and Washouts

1.

Drain the roadbed immediately upgrade of slumps and longitudinal
cracks to prevent water from entering slump area.

Slumps and longitudinal cracks at the edge of the roadbed shall
not be considered a part of the usable width. Usable width may
be reduced to 10 feet in the area of the slump.

Unless the Contractor Officer agrees to material being placed on
slumps, ramp the slumps on both ends into undisturbed roadbed to
provide at least 10 feet usable width. Use removed materials
to guide vehicles to the ramp location or to aid in draining the
area.

Washouts may be filled with suitable material.

B Posthaul

At the end of hauling or prior to entering into seasonal shutdowns or a
period of extended inactivity:

1.

Shape the traveled way and disturbed roadbed to provide
functional drainage.

Reinstall removed cross ditches and water bars and provide any
additional drainage structures necessary to offset changes caused
through use and maintenance.

Leave roads useable for high clearance vehicles. Remove or
reshape Contractor modifications at rocad junctions to leave the
entrance as it was before use, or as agreed at the time of
improvement.

T-836 - MAINTENANCE FOR LIMITED USE (05/07)
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T-891 - WATER SUPPLY AND WATERING (05/07)

891.01 Description

This work consists of providing facilities to furnish an adequate water
supply, hauling and applying water.

891.02 Materials

If the Contractor elects to provide water from other than designated
sources, the Contractor is responsible to obtain the right to use the
water, including any cost for royalties involved. Suitable and
adequate water sources available for Contractor's use under this
contract are designated as follows:

Location Location Use
Road Milepost Restrictions

Fish Lake @ i
6202000 Approx. NP 1.5 see below

County Rd. C- Nason Cr. @

* bel
413 approx.MP 0.2 See beLow

891.03 Equipment

A. Positive control of water application is required. FEguipment shall
provide uniform application of water without ponding or washing.

B. An alr gap or positive anti-siphon device shall be provided between
the water source and the vehicle being locaded if the vehicle has been
used for other than water haul, i1f the source is a domestic potable
water supply, or the water is used for tank mixing with any other
materials.

C. The designated water sources may require some work prior to their use.
Such work may include cleaning ponded areas, installing temporary
welirs or sandbags, pipe repair, pump installation, or other items
appropriate to the Contractor's operations. Flowing streams may be
temporarily sandbagged or a weir placed to pond water, provided a
minimum flow of 5 cu. ft/sec is maintained. Obtain approval from the
Contracting Officer on improvements for sandbags or weirs prior to
placement.

*The intake on any pump used for diverting water from a fish-bearing
waterbody shall be screened with material that has openings no larger
than 5/64 inch for square openings, measured side to side, or 3/32 inch
diameter for round openings, and the screen musthave at least one square
inch of functional screen area for every gallon per minute (gpm) of water
drawn through it. For example, a 100 gpm-rated pump would regquire at

T-881 - WATER SUPPLY AND WATERING (05/07)
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least a 100 square inch screen. Screen maintenance shall be adegquate to
prevent injury or entrapment tc juvenile fish and shall remain in place
whenever water is withdrawn from the waterbody through the pump intake.
Fish within construction sites that will be dewatered or isclated from
the main waterbody shall be captured and safely moved from the job site.
Fish capture and transportation equipment shall be available on the job
site during all inwater activities.

T-891 - WATER SUPPLY AND WATERING (05/07)



